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Setting of the P(pulse)-
number of the wheels
ranges from 2, 4, 8, to 16. 
Default setting is P04.

Press both of         and        button to enter 
the function mode. First setting is P-
number. 

1.While driving the vehicle to allow the 
dashboard of your car to indicate about 40 
Km/Hr.

2.Record the speed value from the HUD.
3.After parking of your car, you can reset the 

P-number according to the following 
conditions. 

Default setting of the P-number is P04.
If the HUD displays about 20 Km/Hr, 
reset the P-number as P 2.
If the HUD displays about 40 Km/Hr, 
there is no need to reset.
If the HUD displays about 80 Km/Hr, 
reset the P-number as P 8
If the HUD displays about 160 Km/Hr, 
reset the P-number as P16.

Enter the founction mode. Press        
button, the system will enter the function 
mode of speed fine - adjustment. This 
function mode is used for adjusting the 
displayed speed value to agree with that 
of the original dashboard. If the reading 
from the HUD is higher, press ▼ button 
to reduce the value; if the reading is 
lower, press ▲ button to increase the 
value. Please perform the adjustment 
while driving the vehicle over again to 
match the speed value.

Speed Fine-adjustment 
Mode
Ranges 50~250 
Default setting is 160.

Press the      button to switch the 
Warning Sound On/Off.
When turn off the warning sound, the 
horn sign will be put out. Red light only 
flash while speeding and put out once 
under the speeding value.

Turn the Sound Off

*Press both of      and       button
 before HUD power on(then turn
 on the power)return to default Setting.  

There are 5 ranges of speeding value 
from 50, 70, 90, 100, 110Km/Hr.
If need to adjust the speeding value to 
60Km/Hr, enter the founction mode, 
press the      button twice to enter the 
first speed value “50”, then press until 
“60”. Press       button angin will go to 
next set of speeding value adjusting.

Speed fine-adjustment

Press ▲ & ▼ to select speeding 
value.
Press ▲ will show 
50~70~90~100~110 in turn, press ▼ 
will show110~100~90~70~50.
When the projection panel 
shows“70”after select, it means the
speeding value is 70Km/Hr.

5 ranges of speeding value select method

(1)Please park the car on the flat floor, turn off the engine 
and pull up the hand-brake lever.

(2)Please sort components by kind to avild missing when 
take the vehicle apart. Be ware of any reinstalling mistake. 
Otherwise, be careful of not damage the vehicle and 
components while working.

(3)Please turn off the vehicle power before connecting the 
wires to avoid getting an electric shock or short circuit.

(4)Keep the cable away from high temperature and movable 
area before connecting wires to avoid it melt by heat or 
short circuit.

(6)This product only can be installed on the inner of the 
vehicle.

(5)Please use insulating tape or belt to fix the wire to avoid 
the sharp metal scarp off the surface of the wire.

Attention  

P-number Setting 

Operate Manual設定步驟及操作說明

安裝注意事項時速微調整模式

時速微調整模式 
範圍50～250
預設值為160 

Setting the speeding value
超速警示設定模式

超速警示音開關

設定超速值
範圍10～250Km/Hr
預設值五段分別為
50,70,90,100,110Km/Hr

*若欲恢復預設值
 請於啟動時同時按▼鍵與  

設定車速感測器脈波數(P數)
範圍 2，4，8，16
預設值為P04。

P數(車速感測器脈波數)對應設定

同時按    鍵與    鍵，進入設定模式
設定車速感測器脈波(以下簡稱為P數)與
本機之對應

1.駛動車子使指針式時速錶指在40Km/Hr
2.記下HUD顯示時速
3.停車後再依以下條件重設P數
  因P數預設值為P04，則：
  若HUD顯示約20Km/Hr，重設為 P02。
  若HUD顯示約40Km/Hr，不必重設。
  若HUD顯示約80Km/Hr，重設為 P08。
  若HUD顯示約160Km/Hr，重設為 P16。

如車輛行駛於不同速限路段時
可按▲、▼鍵。
選擇已設定之五組不同警示值。
如在高速公路行駛時可選擇110km/Hr
在市區道路時可切換至50km/Hr。

時速警示分段選擇

超速值設定完成，在時速值顯示功能時
可按    鍵選擇超速時是否發聲提醒駕
駛。

超速音響警示會自動於30秒後停止
(超速警示燈仍亮)

(1)將車停放在水平場所，熄火並拉起手煞車。
(2)在拆卸車輛零件時，要按照各零件進行分類整理以防止遺失

；要充分注意以免在復原時安裝錯誤。此外，在進行作業時
要充分注意不要損傷車輛和拆下的零件。

(3)接線作業時，請確認將汽車電源關閉，以避免觸電及短路等
問題產生。

(4)將電纜線遠離高溫部、迴轉部後再進行接線，以避免電纜線
熔化或破皮而短路造成故障。

(5)電纜線在與易刮之鈑金切斷面及孔洞的金屬部接觸時，請使
用絕緣膠帶保護或束帶固定之，避免因振動而造成電纜線破
皮，產生故障。

(6)本產品僅能安裝於車內。
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在設定模式狀態下(    燈號常亮)  
再按    鍵，即進入時速微調整模式
可用於調整HUD顯示時速值與原指針式時
速錶顯示時速值一致，或校正因更換輪
徑所產生的時速偏差。 
若HUD顯示時速值偏高以▼鍵酌量調低
偏低以▲鍵酌量調高，再實車行駛重複
調整。

Wanring sound will turn off automatically after 30 sec.
(             light still bright)

在設定模式狀態下(          燈號常亮) 
再按    鍵，即進入設定超速值功能
請以▲、▼鍵調整至欲設定超速值。
繼續按下    鍵，即可設定第二組至第五
組超速值功能，其設定方式與上同。




